
HONEYCOMB LOUVER 
Part No. MS-V-OP0021 / MS-V-OP0022

Safety Precautions
WARNING

●Be sure to install the HONEYCOMB LOUVER securely by following the Instruction Manual.
●This HONEYCOMB LOUVER is an optional part exclusively for SALIOT.

Using this product with other than the specified lighting fixture may result in fire, electric shock, or falling.
●Be sure to turn the power OFF when installing. Failure to heed this caution may result in electric shock.
●Do not cover the lighting fixture with cloth, paper or other materials during use. 

Failure to heed this warning may result in fire.

To The Customer
Read this Instruction Manual thoroughly before you use the product to ensure correct 
and safe use. Store this Instruction Manual in a safe place.

Name of Parts and Installation Procedure

This symbol indicates that there is the risk of death or 
serious injury if the product is improperly handled.

Instruction Manual

Keep In a Safe Place

CAUTION 
●Do not apply unreasonable force to the lighting fixture when installing the HONEYCOMB LOUVER.

Failure to heed this caution may result in falling.
●Defective installation may result in falling.
●Do not apply strong force to the louver part. It may cause deformation and may lead to deterioration of function 

or abnormal heat generation.
●Do not touch the lighting fixture immediately after turning off and  while light is on as it  is very hot.    

Failure to heed this caution may result in burns.
●Be sure to turn the power OFF before performing daily care or maintenance. 

Failure to heed this caution may result in electric shock or burns.
●In case of installing the HONEYCOMB LOUVER, dust  and others will be easy to accumulate, so clean it periodically.

This symbol indicates that there is the risk of injury or 
damage to property.

Weight ： 0.05Kg

Installation procedure
① Remove the rivet from the lighting fixture. (3 places)
② Install the HONEYCOMB LOUVER to the lighting fixture,

and adjust the hole of the HONEYCOMB LOUVER to 
the hole of the lighting fixture.

③ Fix the HONEYCOMB LOUVER to the lighting fixture
with the included screws. (3 places)

Note1 ) When installing the HONEYCOMB LOUVER, 
if  holding  the LOUVER part, there is a  
possibility of deformation or damage.

Note2)  Please keep the removed rivet as will be 
necessary  after removing the HONEYCOMB 
LOUVER.

Removal procedure
① Remove the screws of the HONEYCOMB LOUVER and

remove it from the lighting fixture.(3 places)
② Using the rivet removed when installing the 

HONEYCOMB LOUVER, close the screw hole of the
lighting fixture.
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Guarantee
● This product is guaranteed for one year from the date of purchase.
● If a Warranty is required, contact the contact information below.

Applicable Lighting Fixture

Instruction Manual No.  UD6PA-E0005287

※ Both  MS-V-OP0021 and MS-V-OP0022 become the louver part is black  color. 

Maintenance
Be sure to turn the power OFF before performing daily care or maintenance. 
Failure to heed this warning may result in electric shock or burns. 

● Clean up dust of the HONEYCOMB LOUVER with a dry soft like feather duster. 
However do not apply strong force to the louver part. It may result in deformation.

● Do not wipe with volatile solvents such as thinner or benzene and do not spray pesticide.
Doing so may cause discoloration, degeneration or malfunction. 

Contact Information
TEL  :   +81-3-6758-6711

Reception time :  From Monday through Friday / 9:00 to 17:00 
(Sat., Sun., public holiday, New year’s holiday and our company holiday exclude.)

MinebeaMitsumi Inc. Tokyo Head Office, Smart Products BU 
3-9-6 Mita, Minato-ku, Tokyo 108-8330

TEL  :   +1-248-919-2241
NMB Technologies Co., USA

TEL  :   +49-6103-913-226
NMB-Minebea-GmbH Europe

Part / No. Exterior
Color Applicable Lighting Fixture

MS-V-OP0021 White
color

MS-V6 series Model with mounting screw holes for option

For detailed model number, please contact our sales department.
(The above figure is MS-V6 MinebeaMitsumi standard model.)

MS-V-OP0022 Black
color

Mounting screw holes for option
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